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GROUND OR STREET
SURFACE

SHEETING OR BRACING
AS REQUIRED
SUITABLE BACKFILL

COMPACTED PER TOWN
SPECIFICATIONS AND
AS ORDERED BY THE
ENGINEER.

UTILITY DETECTION —

TAPE COMPACTED COURSE SAND OR
FINE GRAVEL SUITABLE FOR
BACKFILL

2'—0" MINIMUM —

——— PLACE ADDITIONAL CRUSHED
STONE WITH GEOTEXTILE
FABRIC FOR WET
CONDITIONS PER NOTE 4.

%" CRUSHED
STONE HAUNCHING
AND FOUNDATION

6”7 MIN. FOUNDATION

PVC SANITARY SEWER PIPE

) (SDR—35) OR AS APPROVED
NOTES: BY THE TOWN ENGINEER

1. CRUSHED STONE FOUNDATION %" MAXIMUM SIZE, SHALL BE PLACED 6" UNDER PIPE
AND UP TO THE PIPE GRADE, THE PIPE LAID THEREON, AND THE CRUSHED STONE
PULLED AGAINST THE PIPE SIDES TO FIRMLY HOLD THE PIPE IN PLACE.

2. CRUSHED STONE HAUNCHING, %" MAXIMUM SIZE, SHALL BE BROUGHT TO A MINIMUM OF
HALF WAY UP THE PIPE AND OUT TO THE TRENCH WALL AT THIS ELEVATION FOR ALL
PIPE.

3. ALL COSTS FOR THIS CRUSHED STONE SHALL BE INCLUDED IN THE PRICE BID FOR
SANITARY SEWER OR SANITARY SEWER LATERAL.

4. WHEN PIPE IS LAID IN A WET OR SILTY CONDITIONS, THE CONTRACTOR SHALL EXTEND
CRUSH STONE TO THE TOP OF SEWER PIPE AND WRAP ALL OF THE CRUSHED STONE
WITH AN ACCEPTABLE GEOTEXTILE FABRIC.
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